
All specifications are subject to change without notice.
All reported values are typical, measured under laboratory conditions @ 25o C (77o F).

Actual performance can vary slightly as a result of end-user application & environment.
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Construction

Electrical

Certifications & Test Data

Warranty
5-Year Standard Warranty. See terms at: LEDS-LLC.com

DATE: PROJECT:

NOTES:TYPE:

PART #:

2FT LED STRIP LIGHT 
17W | 1800LM 

KEY FEATURES

SPECIFICATIONS

CCT & Light Quality

Light Output

•	 5000K CCT
•	 90+ CRI

The 2-Foot LED Strip Light delivers exceptional performance, providing a high-
quality replacement for traditional fluorescent light sources. Offering up to 1800 
lumens with 0-10V dimming, it reduces energy and maintenance costs, lasting 
more than 5 times longer with a 45-year lifespan (50,000 hours). Designed 
for direct wire installation, it features knock-outs for sensors or conduit and 
is compatible with an optional mounting plate. UL Listed for damp locations, 
it operates reliably in temperatures from -4°F to 95°F. Perfect for a variety of 
applications, this strip light replaces 34W fluorescent lamps and comes with a 
5-year warranty for peace of mind.

•	 Knock-outs for sensors or direct wire conduit

•	 Operates at 120-277, 50/60Hz 
•	 Power Factor: > 0.9 nominal | THD <20%
•	 Operating Temperature: -4°F - 95°F (-20°C - 35°C)

•	 cULus Classified, Damp Location
•	 RoHS compliant with no lead or mercury
•	 DLC Standard Listed. Search qpl.designlights.org for details

•	 17W
•	 Efficacy Rating: 106 LPW
•	 Life time rating 50,000 hrs.

KEY DATA

Lumen 1800lm
Wattage 17W

Efficacy Range (LPW) 106 LPW

Reported Life (Hours) L70 / 50,000

STOCK ORDERING INFORMATION

DIMENSIONS

Part Number Order Number Size Wattage Lumen Package Efficacy CCT CRI Beam Angle Voltage

ST-1750-SM-MV ST2000 2ft 17W 1800 106LPW 5000K 90 (min) 110° 120-277V

LEDS, LLC
email: orders@LEDS-LLC.com | LEDS-LLC.com

24 in

2.75 in

https://leds-llc.com/
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